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Scaffolding Safety Inspection Checklist

(To be completed at the start of each day when scaffolding is used, or after moving/alterations)

Company name;

Location:

Date:

Time:

Competent person in charge of setup:

Completed by [Print name]: [Signature]:

Site Condition
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Has this work location been examined before the start of work operations?

Have all the appropriate precautions been taken? (checking for overhead objects,
falling or trip hazards, uneven ground, pedestrian route has appropriate signage etc)

Work platform is free of clutter, mud, oil, or any tripping hazard.

Is the scaffold on a solid base?

Scaffolding is more than 10’ from any power line.

Has the scaffold been constructed according to manufacturer’s instructions?

Are all the components in good condition?

Is the scaffolding secured to structure to prevent movement?

Area around scaffold has been secured/cordoned off?

General Inspection:
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Are all components in position?

Are there any disable defects?

Scaffold is level and plumb?

Scaffold legs braced, with braces properly attached?

Visual check to verify clamps secured in place?

Scaffold is fully planked with no more than 1” gap between planks.

Does each stand have a base plate?

Base plates and/or screw jacks in firm contact with mudsills?

Mud Sills properly placed and adequate sized when required?

Platform is at least 18 inches wide.

Guardrails/hand rails/mid rails are in place as per regulations?

Is the facade bracing fixed to the face of the scaffold at standard intervals?

Scaffold is 14” or less from face of work (if guardrails are removed).

Planks do not extend past the ends of the scaffold frames more than 6” unless cleated.

Screw jacks being used to level and plumb scaffold when required?

Brackets, tube and clamp, and accessories properly placed with wedges tightened?

Toe boards properly installed?

Scaffold control tag has been signed and approved for use?

If any piece of scaffold is defective, has it been removed and tagged?
(Detalils):
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Supported Scaffolds
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Height to base with ratio is less than 4:1 (no braces required).

If ratio is more than 4:1, scaffolds are restrained from tipping by tying or bracing.

All scaffold frames and uprights use base plates, (mudsills if on dirt).

Footings are level, sound, and rigid. No settling has occurred.

Unstable objects such as blocks, bricks, buckets, etc. are not used as
work platforms or to support scaffolds.

Access
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Proper access to get on and off the scaffold?

Ladder secured in place?

End frames for access have rungs lined up vertically for full scaffold height?

No more than 2’ step up or down or a 14” step across to get on or off a platform.

First rung of the ladder is not more than 24” above the ground.

Ladder’s rung length is at least 8”.

Cross braces are not used for climbing up or down from the scaffold.

| Scaffolding Safety Inspection / Recommendation: PASS

FAIL

COMMENTS AND RECOMMENDATIONS:

Please note: This is a sample document intended as a guide, and should not replace a professional checklist provided by a
qualified engineer or registered competent person. Find out more about scaffolding safety on the Travis Perkins hub.



https://www.travisperkins.co.uk/content/scaffold-safety-guide

