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Ultrotherm® Tile Adhesive Spray
Product Description
Ultrotherm® Tile Adhesive Spray is a high tack spray adhesive for 
bonding Ultrotherm® tiles to surfaces. The quick tack time allows for quick 
bonding onto flat surfaces.

Benefits
•	 Fast and easy application

•	 Low odour

•	 Quick tack time

•	 Non-chlorinated

•	 Bond to wide variety of substrates

Properties

Appearance Clear

Size(s) & Packaging 500 ml Aerosol Spray Can

Coverage 2.5 m2

Solvent Hydrocarbon

Propellant Hydrocarbon

Solids Content approx. 35%

Application temperature 15 – 35°C

Heat resistance 65°C

VOC 575 g/l

Storage Store between 15 – 35°C in a well 
ventilated area

Shelf Life 12 months

Application Information
Application
Surfaces should be clean, dry and free from any grease, dirt and debris.

Shake before use. Use in a well-ventilated area. Spray the adhesive  
15 – 20 cm from the surface. Best practice is to apply the adhesive to both 
surfaces to be bonded together.

For two-way application, spray both surfaces and allow to dry for  
2 – 5 minutes before bonding.

For one-way application let the adhesive dry for 30 seconds until tacky, 
and then press into position.

For temporary bonding, spray one surface and allow to dry for  
2 – 5 minutes before bonding.

To prevent the spray nozzle for blocking, at the end of each period of use 
turn the can upside down and press nozzle until spray is clear of adhesive. 
Excess adhesive can be removed with a solvent cleaner or white spirit.

Do not use on flexible PVC or expanded polystyrene.
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Storage
Protect from extremes of temperature in a controlled environment 
between 15 and 35ºC, and away from direct sunlight. Do not leave the 
adhesive to stand on a cold concrete floor. Low temperatures can result in 
irreparable separation of the adhesive.

DO NOT ALLOW THE PRODUCT TO FREEZE

Other Information
All the information in the Data Sheet is based on practical experience and 
is published in good faith. However, because we have no control over 
the manner or conditions in which our products are used, or over work 
undertaken or end product manufactured by the purchaser, we cannot 
accept liability for results. Responsibility for ascertaining the suitability 
of products for his purposes rests with the purchaser. All conditions, 
representations, statements, warranties or guarantees whatsoever, 
whether express, implied or statutory, in respect of any claim for damage 
or consequential loss caused to any property arising directly or indirectly 
out of the use of our products or goods. 

Information given is in good faith based on experience and usage, however all 
recommendations are made without warranty or guarantee, since the conditions 
of use are beyond our control. All goods are sold in accordance with our Conditions 
of Sale, copies of which are available on request. Customers are advised that 
products, techniques and codes of practice are under constant review and changes 
occur without notice; please ensure you have the latest updated information.


