
Product Certifications:   

WRAS Cert. Number: 1710382
WRAS Expiry Date: 31/10/2022

For more products, visit our website:
http://www.bristan.com

Features:

•	 Non-touch control, using 
Infrared sensing technology

•	 Supports infection control 
measure

•	 Automatic switch off supports 
water saving

•	 BREEAM compliant
•	 Mains or battery powered 

options
•	 This tap outputs a fixed water 

temperature and should only 
be installed in conjunction 
with an approved thermostatic 
mixing valve to meet Part-G of 
the building regulations.

F low Rates  ( l /min)
System Pressure (bar) 1 2 3 5

IRBS3-BN 3.6 4.6 4.7 4.9

D imens ions  (measurements  in  mm)

Bristan, Birch Coppice Business Park, Dordon, Tamworth, B78 1SG. Email: enquire@bristan.com. Telephone: 0330 026 6273. Web Site: www.bristan.com Email: enquire@bristan.com.
The information contained on this page was correct at date of issue. Fitting Dimensions are provided as a guide only. Some variation may occur due to manufacturing tolerances. Bristan 
pursues a policy of continuing improvement in design and performance of its products and so reserves the right to change specifications without prior notice.

 COMMERCIAL Tap Range
Infrared Automatic Timed Flow Basin 

Spout Brushed Nickel
IRBS3-BN

TECHNICAL
DATA
SHEET D5

Spec i f i cat ion
Product Type: Commercial Tap

Main Construction Material: Brass

Mount Type: Deck Mounted

Connection Inlet: G½”

Connection Outlet: 5ltr/min flow straightener

Number of Tap Holes: 1

Valve/Cartridge Type: Solenoid Valve

Plumbing System Requirements: Suitable for high pressure systems

Minimum Dynamic Pressure (bar): 1.0 bar

Maximum Dynamic Pressure (bar): 5.0 bar

Maximum Hot Water Temperature °C: 65

Maximum Static Pressure (bar): 10

Flow Type: Single Flow

Isolation Included: No
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*Image shown is Chrome Finish


