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British Standard paving product information
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The Charcon range of British Standard compliant, hydraulically pressed concrete paving for
use when standard flag paving is required.

e Complies with British Standards
e Cost effective paving solution

¢ Available in Standard, Hobnail
and Barfaced finishes

e Three colour options in an
extensive range of sizes

e Manufactured using local
aggregates minimising
unnecessary haulage.

Applications

British Standard flag paving is suitable
for high volume pedestrian areas, town
centres, shopping precincts and footways
as well as occasional car or mechanical
sweeper overrun, footways with cars
and HGV vehicle or service areas. Refer
to technical department for advice on
applications — Tel: 01335 372222. For
correct choice of flag size to suit your
application, refer to BS7533 Part 8.

Manufacturing standard

British Standard Flag paving is
manufactured using a wet pressed
process and is manufactured in
accordance with and complies with

all relevant sections of BS EN 1339:
Precast Concrete Flags — requirements
and test methods.
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Charcon Hard Landscaping fully operates
an accredited Quality Assurance scheme,
certified to BS EN 9001:2008 which is
independently and regularly assessed
by BSI (British Standards Institution).
All Charcon manufacturing sites are
also certified to BS EN 14001
Environmental Management Systems.

Performance with slip resistance

Unpolished slip resistance values, when
tested in accordance with BS EN 1339,
annex — method for the determination
of unpolished slip resistance value, are
available on request. The product is
classified as having a low potential for
slip i.e. a USRV of greater than 40.

Polished slip resistance values can be
provided on request.

Complementary products

Designed for use with Charcon
Countryside Classic kerb, British
Standard kerb, Europa block paving
and Countrysetts.
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Q25. For NBS clauses,
refer to Charcon technical
services
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Pack size is 20 at one works.
The 37mm thick and
900x300x50mm and
600x300x50mm are not British
Standard sizes.

Please check availability from
different works.

Other shades may be available
on a MTO basis. Please check
with sales office.
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British Standard paving product information

Sustainability and local sourcing

Energy use: Aggregate Industries is
at the forefront of sustainability and
has committed to reduce carbon
emissions by 20% by 2012 based
on a 2008 base line.

Recyclable: 100% of the product can
be recycled thus reducing the amount
of material that is sent to landfill.

Manufacturing location: Produced in
the UK, with locally sourced materials
under strict environmental and social
legislation, for local supply.

Responsible sourcing: Aggregate
Industries is the first company in the
world to achieve a BES 6001:2008
Responsible Sourcing Certificate from
BRE Global. Products are assessed on:

e quality management

e environmental management

e health and safety management
e greenhouse gas emissions

® minimising raw material usage
e labour practice

e biodiversity

e community engagement.

Hulland Ward, Ashbourne,
Derbyshire DE6 3ET

Tel: 01335 372222
Fax: 01335 370074

www.charcon.com

©Aggregate Industries UK Limited. May 2011

Key aggregate and recycled content

British Standard flag paving is
manufactured using local aggregates.
It is made in a wet pressed process
in special moulds incorporating
pre-formed profiles.

Generic green guide rating*

Concrete paving flags (60mm with a

prepared recycled sub-base) - A+ rated.

Concrete paving flags (60mm with a
prepared sub-base) - A rated.

Policies

Aggregate Industries’ policies on
the environment and community,
health and safety and sustainable
solutions for different product
applications can be viewed on our
website www.aggregate.com

Design and installation

For pavement design guidance refer
to BS 7533 Parts 8. For successful
installation refer to BS 7533 Part 4.
For specific design, installation and
maintenance guidance, please contact
Charcon technical department on
01335 372222.

Maintenance and cleaning

Charcon can supply on request advice
on specific stain removal and general
maintenance, suitable cleaning
products and referrals to specialist
cleaning companies.

COSHH data

Full COSHH data on Charcon
products is available on request.
Please call the technical helpline on
01335 372222.

Technical support

Detailed guidance and assistance
with the preparation of specification
of Charcon hard landscaping
products, including model clauses,
is available through the sales office.
A free technical design service is
also available.

For further information, please refer
to Charcon technical services on
01335 372222.

*Ratings based upon generic green guide
values (2009) supplied by BRE Global Ltd,
www.thegreenguide.co.uk
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A member of the Holcim Group

The information contained within this publication was accurate at time of
production. However, Aggregate Industries reserves the right to introduce
modifications or changes to detail at any time without notice. No charge is
levied for this publication or advice therein, and accordingly the company,
its employees and authorised agents can accept no liability whatsoever,
either indirectly or directly arising from the use of its products in connection

with any information or advice contained in this guide.


http:www.thegreenguide.co.uk
http:www.aggregate.com


<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /CMYK
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<

    /BGR <>
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e9ad88d2891cf76845370524d53705237300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc9ad854c18cea76845370524d5370523786557406300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /CZE <>
    /DAN <>
    /DEU <>
    /ESP <>
    /ETI <>
    /FRA <>
    /GRE <>

    /HRV (Za stvaranje Adobe PDF dokumenata najpogodnijih za visokokvalitetni ispis prije tiskanja koristite ove postavke.  Stvoreni PDF dokumenti mogu se otvoriti Acrobat i Adobe Reader 5.0 i kasnijim verzijama.)
    /HUN <>
    /ITA <>
    /JPN <FEFF9ad854c18cea306a30d730ea30d730ec30b951fa529b7528002000410064006f0062006500200050004400460020658766f8306e4f5c6210306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103055308c305f0020005000440046002030d530a130a430eb306f3001004100630072006f0062006100740020304a30883073002000410064006f00620065002000520065006100640065007200200035002e003000204ee5964d3067958b304f30533068304c3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020ace0d488c9c80020c2dcd5d80020c778c1c4c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /LTH <>
    /LVI <>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor prepress-afdrukken van hoge kwaliteit. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /POL <>
    /PTB <>
    /RUM <>
    /RUS <>
    /SKY <>
    /SLV <>
    /SUO <>
    /SVE <>
    /TUR <>
    /UKR <>
    /ENU (Use these settings to create Adobe PDF documents best suited for high-quality prepress printing.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /ConvertToCMYK
      /DestinationProfileName ()
      /DestinationProfileSelector /DocumentCMYK
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles false
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /DocumentCMYK
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


